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Video Instructions at: http://TryVinyl.com/video 
PRIOR TO INSTALL: Read entire instructions. Remove the 
decal from the shipping package and lay out on a flat 
surface. It is best to allow the decal to lay flat and 
acclimate to room temperatures for 24 hours. May use 
light books to keep decal flat.  YOU WILL NEED: 

               

    clean cloth painter’s        scissors         squeegee or 
     tape                                    credit card 

Your vinyl decal comes in 3 layers. The top layer is the 
translucent transfer tape. The bottom layer is the 
white backing. Sandwiched between those two layers 
is the decal itself. Be sure to install your Decal, 
Chalkboard, Dry Erase Sheets or Labels onto a smooth, 
clean surface. Sticking your premium decal to a rough 
or dirty surface will cause damage to your product.  

 

Next, apply tape through the middle of the decal. DO 
NOT remove the white backing until you are happy 
with your layout. When taping the decal in place, make 
sure that it is level and positioned correctly. For larger 
designs, place more than one strip of tape on the left 
side of the decal.  

 

Starting at the corner, slowly peel the white backing 
away from the transfer tape. The decal should stick to 
the transfer tape. If a part of the decal sticks to the 
white backing, stop immediately. Rub the decal in that 
area then continue peeling until the white backing is 
completely removed. Lower the decal onto the wall or 
surface, smoothing with your hand as you go.  

 Clean surface using a slightly damp cloth to remove 
dust & dirt from the area you want to apply the decal. 
Make sure the wall or surface is free of any lose debris. 
For BEST adhesion, allow wall or surface to fully dry. 
Do not apply vinyl decal to freshly painted wall or 
surface. Wait a minimum of 2 weeks after painting.  

 

Once the decal is completely attached to the transfer 
tape, use scissors to cut off the portion of exposed 
white backing material (bottom sheet). 
  
 
 

 
CAREFULLY rub on top of the transfer tape with the 
stiff edge of your tool to adhere the decal onto the 
wall or surface. Start from the center of the decal and 
work your way out to the edges. Rub each Letter 
carefully to adhere to the wall. 
 
 

     
     
     
     
     
     
     
     
     
     
     
     
    
 

Now that your decal is flat, press firmly over the entire 
decal with a squeegee or credit card to re-activate the 
bond between the decal and the transfer tape on top. 
(If applying a chalkboard or dry erase decal skip steps 
involving transfer tape since these decals do NOT have 
a top layer of translucent transfer tape.)  

Lower the decal (that is still attached to the transfer 
tape) towards the wall surface. CAREFULLY rub with 
your hand, working from the middle of the image 
toward the outer edges. Use your hand to smooth the 
side of the transfer tape so that it securely adheres to 
the surface. Be sure to avoid bubbles & wrinkles.  

Once the entire decal is securely attached, CAREFULLY 
peel back the transfer tape starting from a corner, 
working diagonally. Make sure the decal is sticking to 
the wall or surface, not to the transfer tape. If part of 
the decal sticks to the transfer tape, push it back 
down and continue rubbing the decal with your fingers 
or stiff edge of your tool. 
  

Tape your decal in place on the wall or surface where 
it will be applied. For smaller decals, like those for 
Laptops or iPads, taping is usually NOT needed. For 
smaller decals just peel off the white backing paper 
entirely, stick one side then rub from that side to the 
other, smoothing with your hand…skip to step 9. 

Next, CAREFULLY rub with the stiff edge of your tool 
on top of the transfer tape to adhere the decal onto 
the wall or surface. Start from the center of the decal 
and work your way out to the edges. Rub each Letter 
carefully to adhere to the wall. 

Use a clean, soft cloth to rub over the decal to remove 
any remaining air bubbles. If an air bubble is stuck, use 
a small needle to pierce a tiny hole in the center of the 
bubble then push the air out. Enjoy your new decal! 
*TO REMOVE VINYL DECAL: Heat up the area using a 
hair dryer on HOT setting to weaken the adhesive bond 
and easily remove from wall or surface. 
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